
Important Notice

Delivered capacity is dependent on the applied load, 
operating temperature and cut-o� voltage. Please refer 

to the charts and discharge data shown.

E23ULTRA MAX ALKALINE STANDARD (E23/MN 21/23)

Product Speci�cation

E23AUMX-TEC-V1I18

DESIGNATION LR1/N

NOMINAL VOLTAGE 1.5V

TYPICAL CAPACITY 800mAh

TYPICAL WEIGHT 9.2g

TYPICAL VOLUME 3.4cm³

TERMINALS Flat Contact

STORAGE TEMPERATURE RANGE <30°C

OPERATING TEMPERATURE RANGE -18°C~50°C

SPECIFICATION

This speci�cation contains typical information speci�c to products manufactured at the time of publication. 
The data is subject to change and should be used for reference only. Contact UltraMax for the latest 

information.  

DESIGNATION MN21/MN23/ANSI-1181A/E23

NOMINAL VOLTAGE 12V

TYPICAL CAPACITY 50mAh

TYPICAL WEIGHT 7.9g

TYPICAL VOLUME 2.2cm 3

TERMINALS Flat Contact

STORAGE TEMPERATURE RANGE <30°C

-18°C~50°COPERATING TEMPERATURE RANGE

SPECIFICATION

CHEMICAL SYSTEM Alkaline Zinc-Manganese dioxide

INDUSTRY STANDARD DIMENSIONS
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DISCHARGE DIAGRAMS
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DISCHARGE CHARACTERISTICS 
23A UNDER 1000Ω
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DISCHARGE CHARACTERISTICS 
23A UNDER 20kΩ


